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H&H presents the new ACL 3-phase loads 

working in both DC and AC mode.

The ACL load works with 3-phase net-

works which makes the complex wiring of 

3 single devices, each loading one phase, 

unnecessary. 

The new generation device impresses with 

its large, brilliant touch display which can 

be configured user-specifically.
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Industries
•	 Automotive

•	 Rail industry

•	 Renewable energies

•	 Research & development

•	 Industry in general

•	 Aerospace

•	 Medical technology

•	 Military

Application fields
•	 Control units

•	 Converters

•	 Electromechanics (sockets, cables, ...)

•	 Electronic components

•	 Energy storage devices

•	 Generators (smart grid, ...)

•	 Measuring instruments (electricity and energy 
meter, ...)

•	 Motors

•	 Power supplies (transformers, UPS, chargers, ...)

•	 Sensors

Accessories/Extras
2 free calibrations: first at delivery and second within 
warranty period 

Basic Operating Modes
CC, CP, CR, CV

Combined Operating Modes
CC+CV, CR+CC+CV, CP+CC+CV, CV+CC

Maximum Input Voltage
280 / 500 V AC

400 / 700 V DC

Current
3 x 5 A ... 3 x 60 A 

Power
3 x 1,400 W ... 3 x 8,400 W

Frequency Range
DC, 40 ... 1,000 Hz

Standard Interfaces
Ethernet + USB + RS-232, CAN

Optional Interfaces
GPIB, galvanically isolated I/O port

Features
•	 4.3" touchscreen user interface

•	 Parallel, star and delta connection possible

•	 Dynamic loads

•	 Programmable waveforms (sine, harmonics, arbitrary)

•	 Programmable phase shift in combination with phase 
cut or crest factor

•	 SCPI programming with measurement function

•	 Electronic protection

•	 Optional: isolated analog control input and isolated ana-
log monitor outputs for voltage, current

Model Overview
 Model (order number) ACL4228D ACL8428D ACL12628D ACL16828D ACL21028D ACL25228D

Maximum input voltage Vmax 280 V AC 280 V AC 280 V AC 280 V AC 280 V AC 280 V AC

Maximum current Imax 3 x 10 A 3 x 20 A 3 x 30 A 3 x 40 A 3 x 50 A 3 x 60 A

Continuous power 3 x 1,400 W 3 x 2,800 W 3 x 4,200 W 3 x 5,600 W 3 x 7,000 W 3 x 8,400 W

Housing 19“, 6 U 19“, 10 U 19“, 14 U 19“, 18 U 19“, 22 U 19“, 26 U

 Model (order number) ACL4250D ACL8450D ACL12650D ACL16850D ACL21050D ACL25250D
Maximum input voltage Vmax 500 V AC 500 V AC 500 V AC 500 V AC 500 V AC 500 V AC

Maximum current Imax 3 x 5 A 3 x 10 A 3 x 15 A 3 x 20 A 3 x 25 A 3 x 30 A

Continuous power 3 x 1,400 W 3 x 2,800 W 3 x 4,200 W 3 x 5,600 W 3 x 7,000 W 3 x 8,400 W

Housing 19“, 6 U 19“, 10 U 19“, 14 U 19“, 18 U 19“, 22 U 19“, 26 U

The information in this document is subject to change without notice. Rev. 2


